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Technical data sheetTechnical data sheet

The radiator can be used to heat heating and drinking water in enamelled buffer tanks and containers. In 
combination with a SMARTFOX energy manager and power controller, the screw-in radiator can be used for 
stepless surplus utilisation.

SMARTFOX
Screw-in heating element

Temperature 
controller (TR)

high-quality radiator

  Robust housing

Safety temperature limiter (STB)

  Signal lamp
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Product information

Technical data

Art. No: Power Voltage Immersion 
depth

Unheated 
length

Screw-in thread 
(AG)

Surface load

0791732486414 3kW 1~230V 345mm 100mm G 1 1/2" (6/4") 12.6W/cm²

0791732486421 4.5kW 3~400V 360mm 100mm G 1 1/2" (6/4") 11.0W/cm²

0791732486483 6kW 3~400V 480mm 100mm G 1 1/2" (6/4") 11.0W/cm²

0791732486537 9kW 3~400V 660mm 100mm G 1 1/2" (6/4") 11.0W/cm²

Screw head

Width across flats SW60

Material Brass

Operating pressure max. 10bar

Radiator

Sheath material 2.4858 - Alloy 825

Connection housing

Material Polycarbonate / RAL7021

Protection class IP64

Cable gland M20x1.5 / polyamide PA6
Clamping range 6-12mm²

Electrical connection Screw terminal Nominal cross-section 6mm² (min. 0.5mm² / max. 10mm²)

Temperature control

Type Temp. controller (TR) + protection Temp. limiter (STB)

Control temperature (TR) 0-85°C 

Switch-off temperature (STB) 110°C-10K 

Direct switching direct 

(load)

Function overview
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Dimensions



4

DAfi Ltd.

Niedernfritzerstraße 120
5531 Eben im Pongau ⏐ AUSTRIA

+43 (0)6458 20160 ⏐ verkauf@smartfox.at
www.smartfox.at

Instagram (Smartfox_energy_management) 

Facebook (Smartfox - Energy Management System) 

SMARTFOX Energy Management
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